
Type "CL" Cast Discharge Head
200.C.03

ENGINEERING DATA
D200C03

A CAN BD AD DH G H J K HH
3" 8" 10 1.19 7.00 13.50 11.75 0.88 8 22.00

3" 10" 10 1.19 7.00 16.00 14.25 1.00 12 22.00

4" 10" 12 1.19 7.00 16.00 14.25 1.00 12 22.00

4" 12" 12 1.19 7.00 19.00 17.00 1.00 12 22.00

6" 12" 16.5 1.19 7.63 19.00 17.00 1.00 12 25.00

8" 14" 16.5 1.19 8.75 21.00 18.75 1.12 12 26.00

10" 18" 16.5 1.37 10.56 25.00 22.75 1.25 16 28.25

125#

A DD DG DB DA DK
3" 6.50 0.62 4 6.00 1.00

4" 10.00 0.62 8 7.50 1.00

6" 10.25 0.75 8 9.50 1.00

8" 11.50 0.75 8 11.75 1.12

10" 14.00 0.88 12 14.25 1.19

250#

A DD DG DB DA DK
3" 6.50 0.75 8 6.63 1.00

4" 10.00 0.75 8 7.88 1.00

6" 10.69 0.75 12 10.63 1.44

8" 12.00 0.88 12 13.00 1.63

10" 14.69 1.00 16 15.25 1.88

Reducing flange available on request.
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