






Vertical Profile System

Xylem Vertical Profilers - APAC

VPS Option VPS-XFL VPS-XFP VPS-XMB VPS-XOW VPS-XAR

Type Fixed Land Mounted Floating Pontoon Buoy Buoy Aerial Drone

Dimensions 600 x 600 x 1500mm 3000mm x 2000mm 1350mm 2200mm
600 x 600 x 

600mm

Max Profiling Depth 100m 100m 25m 50m 25m

Power Supply AC or DC 12VDC 12VDC 12VDC 12VDC

Max Current 0.5 knots 0.5 knots 1 knots 3.5 knots 2 knots

Measurement Options

Water Quality √ √ √ √ √

Meteorological √ √ √ √ √

Current - Single Point x √ √ √ x

Current - Profiling 
downward looking

√ √ √ √ x

Current - Profiling 
upward looking

√ √ √ √ x

Vertical Profile System Specifications

Minimum Profile Depth 0.5 meter

Maximum Profile Depth
50 -100 meter option for Ocean, Pontoon & Fixed,  
25 metre option for Mini & Aerial VPS Drone

Depth Profile Setpoint 
Accuracy

±0.1 meters

Minimum Profile Step Size 0.5 meter

Communications options 4G, Radio, Satellite, any dual combinations and SCADA integrations

Standard Payload
Integrated Options

YSI EXO multi-parameter water quality Sonde with depth, PAR, Depth Sounder, Nitrate and 
range of 3rd party sensors

Power Requirement 60W, 12V DC 18 ah min

Applications
Environmental impacts that cover Aquaculture Pens, Coastal & Estuary Studies, Drinking Water 
Supply Dam’s, Habitat Lakes and Swamps, Urbanised Canal’s, Distribution Survey’s, Intrusion 
Event tracking
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